
The Munters DryCool™ ERV product combines the benefits of desiccant dehumidification with total 
energy recovery. The unit supplies 100% make-up air utilizing energy recovery from the exhaust 
air stream. Packaged direct expansion cooling is included to provide a complete conditioning 
system. The unit provides space neutral leaving temperature. Dehumidification capacity is 
controlled by a space humidistat.
 The DryCool™ ERV’s unique desiccant dehumidification process is the most efficient 
dehumidification method commercially available. It eliminates the inefficient over-cool reheat 
process utilized by the vast majority of dehumidifiers. It also allows for the cooling coil to operate 
at higher temperatures, increasing refrigeration efficiency and eliminating coil freezing concerns. 
Digital scroll compressor technology modulates to match the load of the incoming air to efficiently 
deliver the required leaving conditions. A small, dedicated exhaust fan is all that is required for 
winter energy recovery, resulting in very efficient operation.
 The addition of total energy recovery to this dehumidification system provides for reduced 
heating and cooling requirements in the treatment of the delivered outside air. The resultant 
heating and cooling requirements are significantly lower than otherwise required.
 The system includes a direct expansion refrigeration system with cooling coil, integrated 
condensing package, desiccant wheel, enthalpy wheel, supply, react and exhaust fan. Heating 
options include indirect fired gas, electric resistance, hot water, and steam. 
 The system controls leaving dewpoint and has optional space feedback to control space 
humidity. The unit also has optional night setback and BMS communications. The units can be 
installed indoor or outdoor with no requirement for split system conditioning, chilled water or 
condenser water. System sizes range from 1,350 to 16,000 cfm.

DryCool™ ERV Desiccant Dehumidifier

Munters Corporation, Air Treatment Division 
Phone +1 800 843 5360 / E-mail dhinfo@munters.com / munters.us

•	 Energy efficient

•	 Delivers low dewpoint

•	 Energy recovery in winter

•	 Provides make up air

•	 Avoids cool – reheat

•	 Dry, healthy duct work

•	 Increases cooling COP

•	 Requires only 50% exhaust minimum

•	 Variable airflow capability

•	 Energy efficient digital  
 scroll compressor

Product guide
DryCool™ ERV



The Most Efficient Dedicated Outdoor Air System
DryCool™ ERV 6000 Operating Example

DryCool™ ERV Standard Features
•	 100% makeup air operation
•	 R-410a refrigerant 
•	 CoGel desiccant wheel
•	 Molecular sieve enthalpy wheel
•	 Scroll compressors
•	 Galvalume foam injected double 
 wall construction
•	 Supply and exhaust fans
•	 Humidistat controlled
•	 ETL Listed

DryCool™ ERV Unit Options
•	 Unoccupied mode/Night setback
•	 Corrosion resistant coatings
•	 Gas, electric, hot water, steam heat
•	 BMS interface
•	 Extended service plans

DryCool™ ERV Technical Specifications
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95° F, 75° WB

75° F, 44° DP

Australia Munters Pty Limited, Phone +61 2 6025 6422, Fax +61 2 6025 8266, Austria via sales organization in Germany, Brazil Munters Brasil Industria e 
Comercio Ltda, Phone +55 41 3317 5050, Fax +55 41 3317 5070, Canada Munters Canada Inc., Phone +1 416 271 9657, China Munters Air Treatment 
Equipment (Beijing) Co., Ltd., Phone +86 10 80 481 121, Fax +86 10 80 483 493, Denmark via sales organization in Sweden, Finland Munters Oy, Phone 
+358 9 83 86 030, Fax +358 9 83 86 0336, France Munters France S.A., Phone +33 1 34 11 57 50, Fax +33 1 34 11 57 51, Germany Munters Euroform 
GmbH, Phone +49 241 89 00 0, Fax +49 241 89 00 5199, Indonesia Munters, Phone +62 21 9105446-7, Fax +62 21 5310509, Italy Munters Italy S.p.A., 
Phone +39 0183-52 11, Fax +39 0183-521 333, Japan Munters K.K., Phone +81 3 5970 0021, Fax +81 3 5970 3197, Kingdom of Saudi Arabia and Mid-
dle East Hawa Munters, c/o Hawa United Cooling Syst. Co. Ltd., Phone +966 1 477 15 14, Fax +966 1 476 09 36, Korea Munters Korea Co,. Ltd, Phone +82 
2 761 8701, Fax +82 2 761 8777, Mexico Munters Mexico Phone +52 722 270 40 30, Fax +52 722 270 41 95, Norway via sales organization in Sweden, 
South Africa and Sub-Sahara Countries Munters (Pty) Ltd, Phone +27 11 997 2000, Fax +27 11 608 3501, Spain Munters Spain S.A., Phone +34 91-640 09 
02, Fax +34 91-640 11 32, Sweden Munters Europe AB, Phone +46 8 626 63 00, Fax +46 8 754 56 66, Switzerland via sales organization in Germany, Thai-
land Munters (Thailand) Co. Ltd., Phone +66 2 645 2708-12, Fax +66 2 645 2710, United Kingdom Munters Ltd, Phone +44 845 644 3980, Fax +44 845 
644 3981, United States Munters Corporation, Phone +1 800 843 5360, Export & other countries Munters, Phone +46 8 626 63 00, Fax +46 8 754 56 66.

Your closest distributor

Munters Corporation 
Tel: (800) 843-5360   E-mail: dhinfo@munters.com   www.munters.us
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* Does not include post heat options
** Leaving conditions are based on 95°Fdb, 78°F wb entering, 75°F, 50% rh exhaust condition

Unit 2508 3010 4012 4714 5416 6018 7020 8024 1026 1230 1440 1648

Nominal 
CFM

2,500 3,000 4,000 4,700 5,400 6,000 7,000 8,000 10,000 12,000 14,000 16,000

Compressor 
Tons

8 10 12 14 16 18 20 24 26 30 40 48

Total 
Capacity

172,688 207,225 276,300 324,653 373,005 414,450 483,525 552,600 632,400 734,458 967,050 1,105,200

Latent 
Capacity

121,388 145,665 194,220 228,209 262,197 291,330 339,885 388,440 441,582 513,976 679,770 776,880

Sensible 
Capacity

51,300 61,560 82,080 96,444 110,808 123,120 143,640 164,160 190,818 220,482 287,280 328,320

Leaving 
Conditions

Approximately 76°Fdb, 59.5°F wb, 48°F dp, 50 gr/lb **

Dimensions 
(LxWxH)

203x65x57 203x65x57 188x81x72 234x96x72 234x96x72 234x96x72 264x96x87 264x96x87 372x127x102 372x127x102 372x127x102 372x127x102

Weight +/- 
10%

4,200 4,200 5,300 7,300 7,300 7,300 8,250 8,250 12,700 12,700 15,500 15,500


